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Montage

Installation

2 x M10x30 mm

4.1

Montage

Installatie

4.3

ca. 200 mm

2 x M10 ISO7040

4.2

4.4

4.5
2 x M10x60 mm

2 x M10 ISO7040

2
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Montage

Installation

5.1

Montage

Installatie

5.2

4 x M10x30 mm

6.1

6.2

2 x M10x14 mm

6.3

6.4

2 x M5x10 mm

3
327-130230S1 - 0902_MC Compact R2 2

23.03.2009 09:26:35

Montage

Installation

7.1

Montage

Installatie

7.2
2 x M8x40 mm

7.3

7.4

2 x M8x40 mm

4
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Montage

Installation

7.5

Montage

Installatie

7.6

2 x M8x40 mm

7.7

7.8

5
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1

Lieferumfang

Scope of delivery

Matériel fourni

1x L

1x R

1x Basic Station (BS) + Antenna

1x Set Compact
2x

1x

2x

Inhoudsopgave

1x

1x On/Off

1x Cable-Set

2x
1,5 mm2

1x Stabilizer bar

1x

+

6 mm²

+

1x Docu

2x

6
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10 mm²

Fernbedienung

La commande
à distance

Remote control

Afstandsbediening

2.1

Ý
OFF

ON

Ý

+
+

( 2 x = ON (Doubleclick)

LED

1 x = OFF

-+ +

1,5 V Typ AA
327-1302xxS1 - 0902_MCC_MBA RC2_1 1

To E-Box
(optional)

Ý

Ý

2.2 Battery

7
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MotorDrive

MotorDrive

MotorDrive

MotorDrive

3.1

Motor L / R
6 mm²

MotorDrive
1,5 mm²

3.2

3.3

3.4

OFF

Ý

Ý

Ü

OFF

ON

3.5

ON

Ü

Ý
8
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In this manual, the term “MoveControl Compact”
has been abbreviated to “MoveControl” to
facilitate reading and to get a better overview.
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Synchronization
Reset
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FAQ
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The MoveControl is clamped onto the chassis of
the caravan or trailer. Before moving, the left and
the right drive units are simply engaged onto the
tyres. After moving they are released from the
tyres.
There are two powerful 12 V electric motors which
enable you to manoeuvre the caravan or trailer.
The remote control allows effortless and safe
moving. Symbols on the remote control show you
the driving direction.

English

Appendix

The MoveControl is one of a range of technical
products produced by Reich GmbH. The moving
device was designed and manufactured based on
practical experience and with greatest dilligence.

Photo Index
c Scope of delivery
d Remote control handset
e MotorDrive
f-i Montage
j+k Dimensions
l Wiring diagram
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2. Security advices

English

It is important that you read this manual
carefully before installing and operation the
RK Mover. Please keep it handy in your
vehicle!

BEFORE TOWING THE CARAVAN, PLEASE
CHECK THAT THE FRICTION ROLLERS ARE
IN THE BACK POSITION (Pic. 3.4 = OFF).

The person who installs the MoveControl is
responsible for the faultless and proper
installation. We recommended that you to have
the MoveControl installed by skilled staff from a
specialized workshop. The MoveControl can be
installed in front of or behind the axle.
Parts of the chassis, axle, suspension or the
brake mechanism must never be removed,
changed or affected. A perfect operation is only
guaranteed if the MoveControl is correctly
installed, if the tyre pressure is correct and if the
drive rollers are in the correct distance from the
tyres.

Before you release the
friction rollers, please
ensure that your brake is
engaged to prevent your
caravan rolling away!

Reich GmbH assumes no liability for any kind of
damage that might occur to a caravan or trailer
because of the installation or the operation of the
MoveControl.
In case of any damage due to a failure of the
MoveControl, caused by a production fault, we
only compensate for the maximum acquisition
cost of the MoveControl within the guarantee
period.
We reserve the right to change the moving drive
of the MoveControl without notice, at any time.
The MoveControl is meant as a moving aid for
caravans and other trailers, to be used on
camping sites and private grounds.
It is not allowed to sell the MoveControl to the
USA or to Canada, or to use it in those country’s.
Reich GmbH reserves all rights. It is not allowed
to duplicate, save or publish, by print, photo copy,
micro film or in any way, neither electronically or
mechanically, this installation and operation
manual as well as its content without previous
written consent of Reich GmbH.
BEFORE MOVING, PLEASE CHECK THAT THE
FRICTION ROLLERS ARE ENGAGED ON TO
THE TYRE (Pic. 3.5 = ON).
ONLY IN THIS POSITION THE RANKING
PROCESS IS ALLOWED TO!

GB2
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When installing a caravan-moving
device, in principle, the ground
clearance of the caravan is reduced.
When driving or moving, please be
aware of the reduced ground
clearance (80 mm minimum - 120 mm
recommended ground clearance is
required).
If you experience problems do not use the
MoveControl. Please have the device checked
at an authorized dealer.
For all installation and maintenance work you
should turn off the power supply with the isolation
switch.
Ensure that no one turns the main switch on
again and disconnect the battery (first the
negative pole).
Working with the power connected is extremely
dangerous.
Batteries have to be treated, stored or disposed of
in
accordance
with
the
manufacturers
instructions. Send old batteries to the recycling
process.
Be careful of chemical burns: Battery acid is
strongly corrosive.
Keeping children away from acid and batteries.
A solid seat of the battery has to be respected.
Following notes on the battery and checking
these regularly. Replacing or charging has to be
carried out with great care.
Hint:
We can accept no liability for damages that occur
through non compliance with these instrauctions.
Modifications and errors excempt.

18.03.2009 14:36:36

3. Mounting situation
Floor caravan

L-profile

U-profile

English

The chassis frames of mobile homes and trailers
are distinguished by L-profiles and U-profiles.
Depending on the mounting situation, different
fastening kits are required, which are available as
option.
Check the installation dimensions of your
MoveControl by means of the table j.
Never remove, modify or impair parts of the
chassis, of the axle suspension or of the brake
gear. In Germany, any modification of the chassis
is subject to the approval of a motorcar expert.
Please make enquiries concerning the
approval of the MoveControl and the
accessories for your vehicle regarding
your country!

GB3
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4. Installation mechanical
Place your caravan or trailer on a level surface.
Preferably a lifting ramp or an assembly pit. If you
use a car-jack, please make sure that the caravan
or trailer is secured with adequate supporting
blocks.
Working under the vehicle without
support and security measures can
cause danger to your life!
Take all parts out of the packing and arrange
them on the floor in front of you.

English

M1

Determine ideal position
Fig. 8.1

Determine the ideal position in front of and
behind the axle. When doing this, please note the
following:
- the distance between the lower edges of the
chassis and the floor (min. 50 mm !)
- Frame bottom line and ground
(recommended ground clearance min. 120 mm)
- additional parts fixed on the trailer, such as
waste-water pipes, spare wheel, etc.

M2

M3

Mounting stabilizer bar
Fig. 5.1 + 5.2

ATTENTION!
The length of the stabilizer bar has to be adjusted
to the vehicle in accordance with the mounting
dimensions given under pic. 8.1 and 9.1.
If the stabilizer bar does not enter in the square
axle of the drive unit for at least 300 mm, you
must use a (optional available) longer stabilizer
bar. Otherwise the optimal function cannot be
guaranteed.
If the enclosed stabilizer bar is too long, it must be
shortened correspondingly.

Determine the exact centre of the stabilizer and
mark it.
Insert the stabilizer bar into the rectangular tube
of the mounting frame being already installed.
Place the other mounting frame above the other
end of the stabilizer rod and fasten also the
mounting frame to the vehicle chassis using the
clamping plates. Only tighten the screws fingertight.
Align the stabilizer bar centrically and tighten its
clamping screws finger-tight.

Mounting frame and clamping plates
Fig. 4.1 to 4.5

Fasten the lower mounting plate + clamp at the
mounting frame by means of the screws M10x30
and the self-locking nuts M10 ISO7040. Please fix
the nuts only by hand.
Position the mounting frame at the chassis, as
shown in fig. 4.3. The distance from the centre of
the mounting frame to the tyre is approx. 200 mm.
Caution: Ensure that the short lateral projection
of the mounting frame is directed towards the
tyre!

M4

Drive unit
Fig. 6.1 + 6.2

Ensure that the short lateral projection of the
mounting frame is directed towards the tyre (fig.
4.3).
Fasten the drive units at the mounting frame
using the self-locking screws M10x14 mm (can be
recognized by the red barrel) and use the
washers.

Now, fasten the upper clamping plate using the
screws M10x60 mm and the appropriate selflocking nuts M10 ISO7040.
Please fix the nuts only by hand.

GB4
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4. Installation Mechanik
Position indicator
Fig. 6.3 + 6.4

Fasten the position indicator using the screws
M5x10 mm.
Make sure that be the drive units are in the
disconnected position (Fig. 3.4 = Off).

M6

Torque the clamping plates
Fig. 4.5

Tighten all fastening screws of the clamping
plates with a tightening torque of 80 Nm. Never
turn back the self-locking nuts M10 ISO7040. If
the seat of the clamping plates must be changed
after tightening, use new lock nuts.

Orientation
Fig. 8.1 to 8.3 and 9.3

The two sides of the move control must now be
oriented in such a way, that the required installation dimensions according to fig. 8.1 to 8.3 are
observed. In tilted-away position, the distance
between the driving rollers and the tyres must be
approx. 15 - 20 mm. Use the little wooden block
as a measure (Fig. 9.3).
ATTENTION!
For adjusting the distance the wheel must be
under full load and that the caravan must stand
on a flat underground.

M7

M8

Fastening the stabilizer bar
Fig. 5.2

M9

Tighten the clamping plates
Fig. 7.1 to 7.5

The clamping plates are tightened by a total of 6
screws M8x40 mm.
The tightening torque for all screws is 35 Nm.
After being tightened, fix the screws using the
nuts M8.

English

M5

M10 Check
Fig. 7.7 + 7.8
Finally, please check the correct seat and the
condition of the clamping plates, and check the
fastening screws and clamping screws with the
lock nuts for completeness.
The fastening screws must be locked with selflocking nuts ISO7040.

Now fasten the bolts with 80 Nm to fix the
stabilizer bar and secure the bolts with the
locknuts.
Make sure that the centre of the stabilizer, which
you marked, is still in the centre below the
caravan or trailer.

GB5
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5. Installation electrical



l

Disconnect the 12 V and 230 V supply from the
battery and the electricity supply.
Working with the electrical
installation without previously
disconnecting the electricity
supply may cause danger to your
life!
E1

Installation basic station

English

Choose a suitable installation place for the Basic
Station, such as the storage area under seats,
however, as near as possible to the battery.
The installation can be made on the floor or
against the wall. When selecting the place, make
sure that the Basic Station can be conveniently
accessed from the outside, in case you have to
use the cable for the remote control.
Now fix the Basic Station with 4 screws.
For the connection of the Basic Station, please
drill 4 holes, each with a diameter of 6 mm, into
the vehicle floor. Make sure that there are no
installations or supporting parts in or below the
floor, in the area of the drillings. Place the cables
through the holes.
Remove the housing lid of the Basic Station by
loosening the 2 screws.

The cable for the left and the right drive units
should be the same length. Avoid loops. If
possible, install the + (plus) and - (minus) cable
seperately, with a space between them.
Halten Sie die Kabellängen immer so kurz wie
möglich.
Now cut the cables to correct length and from the
ends remove approx. 5 mm of the insulation. Fix
the ring connectors by use of crimping pliers.
Make sure that they are properly fixed!
Mount the cables as shown in the wiring diagram
l.
Attention: Always connect the cables at the base
station according to their colour in the correct
phase!

E3

Connecting MotorDrive

Connection of the cables 1.5 mm² for the motor
drive is identical to the connection of the cables
for the drive motors, according to the connection
plan l as well as fig. 3.1.
Attention: In contrast to the cables of the drive
motors, these cables must always be connected
in the correct phase on both sides!

E2

Connection of the drive motors

Now lay the 6 mm² cables of the left and right
drive unit to the Basic Station.
Mount the cables on the motor as shown in the
wiring diagramm l and fig. 3.1
Attention: On the right side, the connections of
the motor are to be exchanged!
For the installation and fixing of the cables please
use the clamps provided. As a protection against
sharp edges, please use suitable electrical
insulation sleeves, which are available in special
shops. Mark the cables for the left and the right
drive units.

E4

Zuleitung Spannungsversorgung

Now connect the 10 mm² cables to the
battery. The isolation switch is to mount into the
plus (+) line. The switch should be accessible
from outside. The recommended position is in the
area of the access door or of a flap of the storage
box. As a protection against sharp edges, please
use electrical installation sleeves. The distance
between battery and Basic Station should never
exceed the length of the enclosed cables. Je
kürzer die Kabel, desto besser.

GB6
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5. Installation electrical



l

Make sure that you never exchange
the Positive (+) and Negative (-) of
the electricity supply!
Make sure that all cables are installed properly,
solidly and without any friction.
Carefully seal any holes with suitable sealing
material, from the inside and the outside.

Basic station

English

E5

Fix the housing lid of the Basic Station.
Mount the antenna cable in accordance with the
notes on the Basic Station. If the radio signal
reception is poor, then you extend the
antenna to 54 cm The cable should be taken
outside the vehicle taking care that the aerial
does not come into contact with any metal parts.

E6

Connection D-Plus (Safety circuit)

If the D-Plus signal of the vehicle has been
connected to the contact and a signal is supplied,
the MoveControl cannot be started. This kind of
safety circuit prevents any operation being not
appropriate.

E7

Connection battery

Now connect
battery. The
completed.

the 10 mm² cables to the
electrical installation is now

GB7
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6. Startup / Operation  d
Take your caravan or trailer outdoors. We
suggest you choose a large area with sufficient
safety margin to people and objects until you
have enough experience in operating the
MoveControl.

Be carefull that no one is in the
moving area while mamoeuvring the
caravan!

English

Also check on the side of the
caravan which turned away from
you.
Keep a safe distance during moving.

Always keep sufficient distance of
the friction rollers after maintenance
or cleaning.
Switching plant absolutely currentfreely and safeguarding vehicle
against roll away at works in the
area of the friction rollers.

Caution: If the driving rollers will not turn, the
reset procedure must be effected at the base
station or a resynchronisation of the remote
control and the receiving unit (base station) must
be effected.

B3 Engaging the friction rollers:
First, travel the friction rollers to the tyres using
the remote control.
Simultaneously push the two arrow keys on the
remote control and keep them pressed until the
driving rollers are completely extended:

+

As soon as the final position is reached, the
MotorDrive will be switched-off automatically.
Only in this position the moving process is
allowed to!

Undo the handbrake of your caravan.

B1 Turn ON System
Turn ON the isolation switch.

B4 Moving

Make sure that both drive units have
been disconnected from the vehicle tyres.

B2 Turn ON MoveControl
Activate the MoveControl by means of a
double click on the I/O key at the remote
control (ON) - the LED will be lighting.
Check the function of the MoveControl by
pushing the buttons on the remote
control.

Now you can execute the
movements according to the
symbols shown on the remote
control. The vehicle only
moves as long as you keep the
buttons pushed down.

If no key should be actuated within 20 seconds,
the remote control will be switched-off
automatically and must be switched-on again.

GB8
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6. Startup / Operation  d
B6 Disengaging the friction rollers:

The integrated "Soft-Start" gives an acoustic
signal when starting to move which is meant as a
warning signal of a caravan or trailer starting to
move.
The movement buttons have to be pressed
respectively one by one. The arrows by the
buttons show the respective direction of motion.
Forward

Backward

Curve drive:
Right wheel
forward

Left wheel
forward
Left wheel
backward

+

When the shunting process is finished, the driving
rollers are removed from the tyres by
simultaneously pressing the two arrow keys:

+

In final position, the MotorDrive will be switchedoff automatically.

Right wheel
backward

Rotation
(pushing 2 buttons simultaneously) :

+

Before you release the friction
rollers, please ensure that your
brake is engaged to prevent your
caravan rolling away!

English

B5 Direction keys:

B7 Turn OFF MoveControl
Turn off the MoveControl by pushing the
I/O button once at the remote control. The
red LED will turn OFF.

Clockwise rotation

Anti clockwise rotation

If the movements do not correspond to the
symbols on the remote control, the cable
connections of the right and the left drive units
need to be checked and - if necessary exchanged (see wiring diagram l).
It is important that in such a case you turn the
isolating switch off and disconnect the Basic
Station from the electricity supply.

The drive units must not be left connected to the
tyres for long periods of time, as this can result in
damage to the tyres. Movement with a motor
vehicle while the drive units are connected is not
allowed, as the caravan or trailer as well as the
motor vehicle can be damaged.

B8 Turn OFF System
Turn OFF the isolation switch.
Pull on the handbrake and/or secure your caravan
or trailer against rolling away with the help of
chocks.

Make sure that you never exchange
the Positive (+) and Negative (-) of
the electricity supply.

327-130230S1 - 0902_MCC_MBA RC2_9 9
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7. Emergency mode
N1 Operation with cable - Fig. 2.2
Radio interferences might also be the cause for
improper operation of the remote control. In that
case use the connection cable and connect the
remote control to the Basic Station.

Basic station

N3 Engaging and disengaging the
friction rollers by hand
(Emergency mode Motordrive - Fig.
3.2 to 3.5):
Use a suitable screw-driver to lever the orange
control lever out of the housing rear, until it can be
turned over the housing (fig. 3.2).
Turning clockwise = Engaging - ON
(Fig. 3.3 and 3.5)

English

Connection of the cable in the remote control is
effected by opening the battery compartment on
the lower side and by insertion of the plug into the
socket being located near the batteries.

Turning anticlockwise = Disengaging - OFF
(Fig. 3.3 and 3.4)
Caution: The drive unit must always be travelled
to the corresponding final position!!

N2 Batteries - Fig. 2.2
The cable also can be used if the batteries of the
remote control are used up.
Only use leak-proof batteries 1.5 V Type AA.
Observe PLUS/MINUS when inserting new
batteries!
Empty, worn out batteries might be leaky, which
might result in damage of the remote control!
Remove the batteries, if the remote control has
not been used for an extended period.
Any guaranty claim for damages caused by leaky
batteries is void.

GB10
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Appendix A1 - A3
A1 Synchronization

A2 Reset

Following a malfunction or after exchanging an
electronic part a synchronization procedure must
be carried out. Proceed as follows and avoid
pauses of more than 2 seconds:

The reset process is only required if the LED of
the E-box is eluminated. This is an error signal
(for example overload) - the LED is usually off.

System ON = turn isolation switch on

Turn ON handset = Double click
Reset-button = push
LED basic station

Reset-button = push and hold!

Handset turn ON = Double click
LED remote control
LED basic station

On

English

If necessary turn the remote control
OFF = push one time

When resetting the overload protection reverts to
its normal position.

Off

Turn OFF handset = single click

The reset process is complete.
Attention! If the LED does not go out after
repeating reset procedure for several times,
please contact your dealer.

Handset turn OFF = push one time
LED remote control
LED basic station

Off

Release reset-button

The synchronization is completed.
Attention! Avoid pauses of more than 2
seconds
during
the
synchronization,
otherwise the synchronisation has to be
restarted.
After approx. 20 seconds, the remote control will
be switched-off automatically, if there were no
entries!

A3 Maintenance
A) At least once a year please have your
MoveControl maintained and visually
inspected as described below:
- Cleaning of the complete drive unit.
- Application of suitable lubricant to all moving
parts (e.g. silicon spray).
- Check of the distance between the drive
rollers and the tyres as well as a checking the
tyre pressure.
- Visual inspection for damage of the cables
and the electrical connections.
- Check battery voltage.
B) Before moving please check if the moving
drive is free of dirt, sand and debris.
C) In case of failures or problems please contact
your supplier.

GB11
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Appendix A4 Comments and hints + A5 FAQ`s
A4 Comments and hints
A) You can also use the MoveControl to connect
the caravan or trailer to your motor vehicle.
B) Before starting your motor vehicle, make sure
that both drive units have been disconnected
(Fig. 3.4 = OFF).
C) Please use chocks for kerbs or other similar
obstacles.
D) Keep the remote control, the connection cable
and the manual in a dry place, inside the case
provided.

English

A5 FAQ‘s
Does the MoveControl fit any chassis ?
The MoveControl fits the majority of caravan
chassis. For special installations additional
brackets are available.
The spare wheel prevents the installation of
the MoveControl.
Spare wheel carrier brackets allow us to
reposition the spare wheel.
The MoveControl gets over itself very
strongly.
Provided that the stabalizer bar not min. 300 mm
projects into the respective frame, a prolonged
stabilizer bar has to be used.
The MoveControl cannot be switched on with
the remote control.
The isolation switch is not turned on.
The remote control is not synchronized with the
E-box.
The power supply is too low.
The friction rollers turns at the tyre.
The distance between friction rollers and tyres is
too great. The distance must be 15 - 20 mm.
Check tyre pressure and increase if necessary.
The MoveControl gets over itself too strongly (see
obove).
During moving the vehicle jerks.
The supply cables or battery capacity is too small.

E) The MoveControl is equipped with an electrical
overload protection and automatically switches
off in case of overload. After an electric
overload please run the reset procedure as
written in appendix A2.
F) If the remote control or the Basic Station has
to be replaced you have to run a
synchronization procedure as written in
appendix A1.
G) If necessary, replace the batteries in your
remote control (Fig. 2.2). To do this push off
the lid on the back of the remote control, in the
direction of the arrow. Remove the battery and
replace it with a new one of the same type.

The minimum capacity of the battery should be
75 Ah.
The battery of the remote control is consumed.
Replace battery or fit the connecting the cable.
Aerial signal disrupted due to screenings or
magnetic fields. Antenna cables can be extended
to 54 cm total length and taken to the outside.
Take care that the cable does not come into
contact with metal parts.
The red LED of the Basic Station is
elluminated during the operation permanently
and the MoveControl does not react any more.
The overload protector has triggered. At strong
load the electronics switches off. Carry out reset
procedure.
The cables to the drive motors are different
lengths, they should be the same.
The MoveControl drives exactly opposite to
that shown on the illustrations on the remote
control.
The electronics are not attached according to the
wiring diagram l.
The MoveControl pulls to one side.
The cables to the drive motors are different
lengths.
The distance between friction rollers and tyres is
not parallel.
The tyre pressure or the weight distribution is
different.

GB12
327-130230S1 - 0902_MCC_MBA RC2_12 12

18.03.2009 14:36:37

Anhang A6 Garantiebestimmungen

2. Scope of Warranty
If a move control, which has been purchased from
January 2006, has been registered to be returned
within 4 weeks from the purchase date with
enclosed warranty registration card being
completely filled in, Reich GmbH grants a
warranty of 36 months from the purchase date. In
case of assertion of a warranty claim, the original
sales voucher is to be submitted.
The warranty is valid for defects according to subparagraph 1, which are occurring within 36
months as from conclusion of the purchase
contract between the seller and the endconsumer. The manufacturer will remove such
deficiency by subsequent fulfilment, i. e. at his
discretion, either by repair or compensation
delivery. If the manufacturer provides service
under warranty, the term of warranty shall not
recommence anew with regard to the repaired or
replaced parts, rather the old warranty period
shall continue to run. More extensive claims, in
particular claims for compensatory damages by
purchasers or third parties are excluded. This
does not affect the rules of the product liability
law.
The manufacturer shall bear the cost of
employing the REICH customer service for the
removal of a malfunction under warranty, in
particular transportation costs, travelling
expenses, job and material costs, as long as the
service is carried out in Germany.

do not come under warranty.
The warranty for manufacturing defects of driving
rollers is 36 months.
Removal of sharp-edged stones from the tyres is
absolutely required prior to use of the move
control.
3. Assertion of the warranty case
Generally advise the REICH service department
in case of failure:
REICH GmbH, Ahornweg 37
35713 Eschenburg, Germany
Phone +49 (0) 2774-9305-0
Email: info@reich-web.com
For any other country, he corresponding service
partners are at disposal.
Complaints are to be described in detail.
Furthermore, the serial number of the appliance
as well as the purchase date shall be advised.
The end consumer shall bring or send the
appliance to the manufacturer on his own risk, to
enable the manufacturer to check, if it is a
warranty case.
In case of return to the factory, the mode of
transport shall be by freight. In case of warranty,
the factory bears the transport costs or the cost
for delivery and return. If the damage is deemed
not to be a warranty case, the manufacturer shall
notify the customer and shall specify the repair
cost, which shall not be borne by the
manufacturer; in this case, the customer shall
also bear the shipping costs.

English

1. Warranty Case
The manufacturer grants a warranty for
malfunctions in the appliance, which are based on
material or production faults. In addition to this,
the statutory warranty claims against the seller
remain valid.
A claim under warranty shall not pertain:
- for wearing parts and in cases of natural wear
and tear
- as a result of non original Reich parts being
used in the appliances
- as a consequence of failure to respect the
manufacturer's instructions for installation and use
- as a consequence of improper handling
- as a consequence of improper transport
packing.

4. Disclaimer
Reich GmbH does not assume any liability,
neither directly nor indirectly, for damages, which
have been caused by the operation of the move
control.
The warranty will be void in case of improper
application, installation or repair, as well as for
damages resulting from normal wear.
Attention:
Type and serial number can be drawn from the
nameplate of your move control.

Additional cost based on complicated removal
and installation conditions of the appliance (e. g.
removal of furniture or parts of the vehicle body)

GB13
327-130230S1 - 0902_MCC_MBA RC2_13 13

18.03.2009 14:36:37

Appendix A7 Declaration of Conformiy

Declaration of Conformity in accordance
with the Radio and Telecommunications
Terminal Equipment Act (FTEG)
and Directive 1999/5/EG (R&TTE)

English

Manufacturer:

Reich GmbH
Ahornweg 37
35713 Eschenburg

Description:

Moving device for caravan / trailer
MoveControl Compact

Type:

527-0510
527-0512

527-05102
527-05122

The manufactures declares that the above specified product complies with
the essential requirements of §3 and other relevant provisions of the FTEG
(Article 3 of the R&TTE Directive), when used for its intended purpose.
The accordance of the product with the directive may be evidenced by the
complete compliance of the following standards:

EN 300 220-3 V.1.1.1 (2000-09)
ETSI EN 301 489-1 V1.2.1 (2000-08)
ETSI EN 301 489-3 V1.2.1 (2000-08)
EN 60950 : 2000

Supplier

City, Date

Authorized signatory

Reich GmbH

Eschenburg, 22.01.2009

Armin Schaab

Signature

ppa.
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Einbaumaße

Mounting
Dimensions

Cote de montage

Inbouwmaten

175 mm

120 mm

8.1

A
C
B
D

G
235 mm

H

640 mm

E
F
Bezeichnung

Beschrijving

Name

Désignation

A min. 50 mm

Rahmenhöhe

Chassishoogte

Frame size

Hauteur du châssis

B 30-48 mm

Rahmenbreite

Chassisbreedte

Frame width

Largeur du châssis

C min. 3 mm

Rahmenstärke

Chassis materiaal dikte

Frame strength

Épaisseur du châssis

D min. 40 mm

Abstand
Rahmen / Reifen

Afstand
chassis / banden

Distance
frame / tire

Hauteur libre
châssis / pneu

E min. 270 mm
max 420 mm

Außenmaß Rahmen / Reifen

Buitenmaat
chassis / banden

Overall dimension frame / tire

Dimension hors-tout
châssis / pneu

F max. 2500
mm

Außenmaß Reifen / Reifen

Buitenmaat
banden / banden

Overall dimension tire / tire

Dimension hors-tout
pneu / pneu

G ca. 55 mm

Abstand - Rahmenunterkante / Niedrigster Punkt

Afstand - chassis
onderzijde / laagste

Distance - frame bottom
line / lowest point

Espacement - bord inférieur du
châssis / endroit le plus bas

H 80 / 120 mm

Minimale / Empfohlene
Bodenfreiheit

Minimale / Aanbevolen
bodemvrijheid

Minimum / Recommended
ground clearance

Hauteur libre minimal / recommandée au-dessous de la voiture

I

Einbaulänge

Inbouwlengte

Total length

Longueur totale

Niedrigster Punkt

Laagste punt

Lowest Point

Endroit le plus bas

N°

Dim

min. 380 mm

15 - 20 mm

8.2

8.3

I

9
327-1302xxS1 - 0902_MCC_MBA RC2_3 3

03.02.2009 09:17:40

Einbaumaße

Mounting
Dimensions

Cote de montage

Inbouwmaten

9.1 Set Compact
2x
M10x60 mm
(80 Nm)
4x
M10x40 mm
(80 Nm)

Stabilizer bar
min. 300 mm
2 x M10 (80 Nm)
ISO7040

9.2

je 2 x
M10x30 mm
M10 ISO7040
(80 Nm)

9.3
OFF

2x

6x
M8x40 mm
(35 Nm)

15 - 20 mm

10
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10

1,5mm²

+6 mm²

-

L

Aansluitschema

MC Compact
D-Plus Signal
(optional)

D-Plus

+

-

R

Plan de connexion

L

MotorDrive

+

Wiring Diagram

12V

BS

Anschlussplan

10 mm²

6 mm²

R

min. 75 Ah

+-

-

-

L

-

+

D-Plus Signal
(optional)

R

+

-

MotorDrive

L
R

LED
Reset

+-

D-Plus

12V

BS

1,5 mm²

Ebox + (Plus) = Motor (Minus)
Ebox (Minus) = Motor + (Plus)

6 mm²

10 mm²
min. 75 Ah

6 mm²

+-
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Technische
Daten

Product
Information

Données
techniques
Poids

Technische
gegevens

MoveControl
Compact

Gewicht

Weight

Gewicht

ca. 33 kg

Stromaufnahme

Current Consumpti- Consommation de
on
courant

Stroomopname

30 - max. 160 A

Stromversorgung
(optional erhältlich)

Power supply

Alimentation en
courant

Stroomvoorziening

12 V DC Batterie,
min. 75 Ah

Antrieb
(Reibrollen)

Drive
(friction rollers)

Commande
(rouleaux)

Aandrijving
(Gridrollen)

Steigfähigkeit

Gradient

Pente

Stijgingspercentage

25% / 1200 kg

Gesamtgewicht
Total weight caraAnhänger/Caravan van

Poids total remorque Totaal gewicht aanhanger/caravan

max. 2.000 kg

Geschwindigkeit

Speed

Vitesse

Snelheid

ca. 0,35 km/h

Frequenz

Frequency

Fréquence

Frequentie

868 MHz

Batterie Fernbedienung

Battery remote
control

Batterie radio

Batterie afstandsbediening

2 x 1,5 V
Type AA

Garantie (Jahre)

Guarantee (Years)

Garantie (années)

Garantie (jaar)

Änderungen und Irrtümer
vorbehalten

Modifications and errors
excepted

Sous réserve des modifications et sauf erreur

Fouten en veranderingen
voorbehouden

2 x 12 V DC
E-Motor

3

Service:

REICH

Reich UK Office
Unit 7 Miras Business Estate
Lower Keys, Hednesford
Staffordshire, WS 12 2FS
Tel. +44 (0) 1543 459243
Fax +44 (0) 1543 275929
Email:
info@reich-web.com
Internet: www.reich-web.com

Reich Benelux Office
Delta 44
6825 MS Arnhem
Nederland
Tel. +31 (0) 26 3844567
Fax +31 (0) 26 3616773
Email:
ivra@reich-web.com
Internet: www.ivra.nl
327-130230S1 - 0902

Reich GmbH
Ahornweg 37
35713 Eschenburg
Germany
Tel. +49 (0) 2774 9305-0
Fax +49 (0) 2774 9305-90
Email:
info@reich-web.com
Internet: www.reich-web.com

Hersteller:
Reich GmbH, Ahornweg 37
35713 Eschenburg
Germany
Tel. +49 (0) 2774 9305-0
Fax +49 (0) 2774 9305-90
Email: info@reich-web.com
Internet: www.reich-web.com
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